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A BSTRA C T 

INVESTIGATION OF SLIP-RING ASSEMBLIES 

3- 
A laboratory investigation of miniature slip-ring assem-'lies was 

conducted to determine the influence of ring, brush and insulator materials 

on electrical noise and mechanical w e a r  characteristics. 

material systems were evaluated by comprehensive laboratory tests of 

experimental slip-ring capsules. Insulation materials were evaluated by 

pyrolysis, liquid creep, and sublimation tests to establish contamination 

potential. 

Ring-brush 

Eiectro-piated rings of sof t  goid and two hard gold alloys eoiipled 

with brushes of Neyoro 28A,  a precious metal alloy, exhibited extremely 

low noise levels, particulary when tested in a drive apparatus that introduced 

a minimum of mechanical disturbance. 

indicated that the major gases given off at  low temperatures were low 

molecular weightgases such a s  hydrogen, carbon monoxide and methane. 

No evidence of creepage or  exudation of material from epoxy resins to 

adjoining metalic surfaces was obtained. 

that condensible products were formed when epoxy resins were exposed to 

te mpe rature gradients . 

Pyrolysis studies of epoxy resins 

Sublimation experiments indicated 

Ilf R E S E A R C H  I N S T I T U T E  

.. . . 
1v 



I. 

11. 

III. 

Iv. 

V. 

VI. 

VII. 

VIII. 

IX. 

X. 

TABLE OF CONTENTS 

ABSTRACT 

INTRODUCTION 

STATEMENT OF PROBLEM 

PROGRAM OBJECTIVES AND SCOPE 

INSULATION COMPATIBILITY 

A .  

B. Liquid Creep Characteristics 

C. Sublimation Experiments 

BRUSH AND RING MATERIALS 

A .  Ring Materials 

B. Brush Materials 

C. Experimental Capsules 

INSTRUMENTATION AND A P P A  RA TUS 

A .  Drive and Run-In Apparatus 

B. Instrumentation 

Pyrolysis Studies by  Gas  Chromatography 

L A  BORA TORY EVALUA TION-EXPERIMENTAL CAPSULES 

A .  General  Noise Characteristics 

B. Run-In Effects 

C . 

SUMMARY AND CONCLUSIONS 

RECOMMENDATIONS 

CONTRIBUTING PERSONNEL AND LOGBOOKS 

C apsule Summar ie s 

I l l  R E S E A R C H  I N S T I T U T E  

V 

Page 

iv 

1 

2 

3 

5 

6 

13 

15 

18 

18 

22 

22 

30 

30 

36 

43 

43 

61 

71 

74 

76 

77 



Table 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

I 1  

12 

13 

14  

LIST OF TABLES 

Page 

Gas Products of Thermal Stressed Teflon in Inert 
Atmosphere 

Gas Products of Thermal Stressed Teflon in A i r  
Atmosphere 

Gas Products of Thermal Stressed Epon 828 in Inert 
Atmosphere 

Resin Samples 

Volatile Products from Pyrolysis of Re sin Samples 

Residues of Resin Samples after Pyrolysis at 9OO0C 

Foil Creepage Tests 

Sublimation Tests 

Noi se Me a sur  e men t s C o mpar i son 

Noise Transition Points 

Noise Signature Data 

Noise Signature Data 

Effects of Continuous Rotation Run-In 

Capsule Summaries 

I I T  R E S E A R C H  I N S T I T U T E  

vi 

8 

9 

10 

11 

12 

13 

15 

17 

48 

51 

54 

55 

64 

72 



Figure 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

1 7  

18 

19 

20 

LIST OF FIGURES 

Sublimation Apparatus Assembly 

Expe r i mental Cap s ul e Con s t ru  c t i on 

Di sa s sembled Expe ri mental Capsule 

Brush Block Fabrication Stages 

Brush Block Fixtures 

Brush Forming Jigs 

Disassembled Drive Apparatus 

Driving Arrangement - Torsional Drive 

Noise and Deflection Instrumentation 

General Laboratory Set-Up 

Drag Torque Apparatus 

Brush Force Apparatus 

Double Frequency Character of Noise 

Mechanical Loading Effects 

RMS Noise Recordings Corresponding to Loading 
Effects of Figure 14 

Noise Signatures 

RMS Deflection and Noise During Free-  Oscillation 
Test 

Composite of Free-Oscillation Tests  at Seven 
Stator Positions - Capsule 2-10 

RMS Noise During Free-Rotation Test 
Capsule 2-17 

Noise Oscillograms - Free  Rotation Tests 
Capsule 2-17 

I l T  R E S E A R C H  I N S T I T U T E  

vi i 

Page 

16 

24 

25 

26 

27 

29 

31 

33 

38 

39 

40 

42 

44 

46 

47 

50 

53 

56 

58 

59 



Figure 

21 

22 

23 

24 

25 

26 

Noise Oscillograms - 100 Hour Run-In 
Capsule 2-10 

Noise Oscillograms - Capsule 2-17 Run-In 

Photomicrographs - Capsule 2- 17 After Run-In 

Photomicrograph's - Capsule 2- 17 After Run-In 

Photomicrographs - Capsule 2- 17 After Run-In 

Free-Oscillation Test - Capsule 2- 17 
After Run-In and Cleaning 

Page 

62  

65 

67 

68 

69 

70 

I l T  R E S E A R C H  I N S T I T U T E  

viii 

~~ 



INVESTIGA TION OF SLIP -RING ASSEMBLIES 

I. INTRODUCTION 

This report  summarizes the results of a laboratory investigation 

conducted during IITRI Project  E6000, "Investigation of Slip-Ring A ssem-  

blies, 

nautics and Space Administration, Huntsville, Alabama. The program w a s  

concerned primarily with the evaluation of appropriate materials for 

miniature slip-ring assemblies operating in a dry nitrogen environment. 

for the George C. Marshall Space Flight Center, National Aero- 

Slip-ring assemblies a re  normally used to transmit electrical  

information across  the axes of inertial platforms in space vehicle guidance 

systems. Since many of the circuits are  null-seeking circuits,  it is 

imperative that the brush-ring combination maintain uniform, low noise 

contact in the low level or d ry  circuit area.  

The investigation described herein w a s  specifically directed 

toward problem areas  encountered with a 80 ring capsule used in launch 

vehicles. This capsule is described in Drawing G C -  125209, entitled 

"Specifications for ST- 124 Slip-Ring Assemblies, 

Marshall Space Flight Center, A strionics Laboratory. 

be capable of complete 360 

about a fixed operating point i s  only about 0 .5  minutes of a r c .  

life in a launch vehicle is only about 2 minutes, but qualification and 

acceptance tests require a total life of about 75 hours. F o r  the laboratory 

work of this program, experimental capsules were fabricated having the 

same ring and brush dimensions as the actual capsule in order to simulate 

the actual operating conditions a s  closely as  possible. 

issued by the George C.  

The capsule must 

0 rotation even though its normal oscillation 

Its operating 
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II. STATEMENT OF PROBLEM 

The two general problem areas associated with miniature slip- 

ring operation a re  excessive electrical noise and inadequate wear charac - 

terist ics.  

interferes with circuit  performance, particularly the null- seeking type. 

Inadequate wear characteristics limit the operating life and restr ic t  the 

extent of check-out. In some instances, deep wear tracks a re  obtained 

after relatively short  operating times. In other instances, a stick-slip 

phenomena is encountered which sometimes leads to fracture of brush 

wipers. 

Excessive electrical  noise at  the sliding contact strongly 

Electrical noise at  the sliding contact i s  dependent on many inter-  

related factors including materials,  surface finishes, contaminant fi lms, 

wear debris,  etc. Wear characterist ics a re  <generally determined by the 

mechanical properties of the ring and brush materials,  surface conditions, 

brush forces,  and presence of lubricant films. 

The two problem areas  are somewhat interdependent since inade- 

quate wear characterist ics generally result  in large deposits of wear 

debris which then produce extremely high noise levels. Conversely, a 

high initial noise level generally indicates a poor surface condition, a 

condition which leads to accelerated wear effects. 

I I T  R E S E A R C H  I N S T I T U T E  
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III. PEOGRAhf. GBJECTFJES AND SCOPE 

The principal objective of this program was the evaluation of candi- 

date slip-ring and insulator materials for the purpose of specifying materials 

that would permit improvements in the performance of miniature slip-ring 

assemblies.  

performance view-point although i t  is recognized that factors such as fabri-  

cation adaptability and cost  justifiably influence the eventual selection of 

materials.  Most candidate materials were selected, however, from mater-  

ials which are  or could be used in commercial slip-ring assemblies. 

The evaluation of materials w a s  approached only from the 

The investigation of slip-ring characterist ics was divided into three 

basic tasks. 

produced by organic polymeric components could greatly accelerate wear 

and objectionable noise characterist ics,  one of the tasks w a s  devoted to a 

laboratory analysis of the compatibility of insulator materials. Dielectric 

material is  used for the ring body, the brush blocks, and also for insulation 

of the individual lead wires.  

Since there i s  a possibility that gases  or condensible material 

The second task of the program was concerned with the development 

of apparatus and instrumentation f o r  complete evaluation of experimental 

capsules. 

testing capsules under conditions of oscillatory motion, continuous rotation, 

and combinations thereof. 

electrical  noise, contact resistance, drag-torque and brush force measure- 

ments. 

processes was also developed. 

This included the design and fabrication of a drive mechanism for 

It  also included assembly of instrumentation for 

In addition, laboratory apparatus for various "run-in" conditioning 

I l l  R E S E A R C H  I N S T I T U T E  
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The third task of the program was devoted to the laboratory evalu- 

ation of experimental capsules. 

with various ring -brush material combinations in a configuration which 

closely simulated the constructional features of an actual 80 ring capsule. 

Both the initial and the after "run-in!' performance characteristics were 

established in order to permit comparisons of material dependent factors. 

Experimental capsules were fabricated 

Ilf R E S E A R C H  I N S T I T U T E  
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IV. INSULA TION C O W A  TIBILITY 

Contaminant films on the contacting surfaces resulting from 

degradation of insulating components could be prime contributors to the 

high noise level and  short wear life inadequacies of assemblies. Poly- 

meric components are, by their very nature, prime suspects in mal- 

functions caused by contaminant films. 

Plastic components originate f rom low-molecular weight materials 

which a re  caused to combine with one another by heating and/or introduction 

of catalysts. Ideally, the product consists entirely of high molecular 

weight solid, non-volatile polymeric molecules with no mobile components. 

In practice, this is approached but never completely fulfilled; t races  of 

low molecular weight impurities and sometimes very small amounts of 

unreacted monomer wi l l  remain imbedded in the polymeric mass.  

some of the impurities may be eliminated during the curing process,  some 

will be retained and wil l  subsequently diffuse to the surface over a relatively 

long time period. 

a process of thermal diffusion involving evaporation f rom the plastic s u r -  

face and condensation on the ring surface. Temperature differentials w i l l  

Although 

These materials can migrate to the contact surfaces by 

strongly promote such transfers. 

Another conceivable mode of migration of organic materials is the 

wetting action by a liquid exudate from the polymer on a metal surface with 

which i t  is in direct contact. 

exudate mode of migration, contaminant materials may result  on the 

contact surfaces where they can be converted to less  volatile, solid mater- 

ials by frictional and  thermal effects. 

By either the thermal diffusion or liquid 

I I T  R E S E A R C H  I N S T I T U T E  
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The contamination potential of candidate insdating materials w a s  

determined by a study of pyrolysis, liquid creep, and sublimation character-  

ist ics of materials that a r e  or  could be used in present slip-ring designs. 

Ceramic materials were not evaluated principally because of their incom- 

patibility with molding and machining operations required in miniature 

as se mblie s . 
A .  

1. Method 

Pyrolysis Studies by G a s  Chromatography 

To establish the thermal stability of candidate materials,  samples 

were subjected to higher than normal thermal s t resses  and the amount and 

chemical nature of gases produced were determined by gas chromatography. 

At suitable temperature intervals, off-gases produced from the sample 

were swept out of the pyrolysis chamber into the gas  chromatography 

separation column by an iner t  gas  such as helium. The pyrolysis oven was 

essentially a U-shaped tube with the sample placed a t  the bottom and with 

a thermocouple inserted in a well just above the sample to determine 

temperature. 

into one arm. and out the other and then directly into the gas chromatograph 

column. 

tubing packed with 40-60 mesh Chromosorb W coated with 20 percent Kel-F 

oil. The columns were installed on a Burrell K - 1  gas  chromatograph using 

a thermal conductivity detector. 

The gas  used to flush out the gaseous products was passed 

The separation columns were 18 and 30 foot lengths of 1/4 inch 

The pyrolysis tests were basically attempts to study the volatility 

of the products given off at boiling point temperatures from about 30 to 

200 C by determination of the amount of material given off at  various 0 
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pyroiysis temperatures. 

products then permitted a qualitative evaluation of the thermal stability of 

the material. F r o m  an insulation compatibility viewpoint, the best insulator 

material  is one which is least  likely to produce reactive gases  since these 

gases  could eventually lead to noise and wear problems. 

2. 

Analysis of the distrihutioc of gas decomposition 

Experimental Results - Pyrolysis Studies 

The initial pyrolysis experiments were performed with samples of 

Teflon both in an inert  atmosphere (helium) and in an air atmosphere. The 

component gases given off were identified by infrared spectroscopy and the 

amounts of each component and also the total amounts of gas evolved were 

calculated from the g a s  chromatograms of the pyrolysis gases.  Table 1 

is a summary of the pyrolysis products of Teflon in an inert  atmosphere 

and Table 2 is  the corresponding summary for an Com- 

parison of data indicates that there is almost twice a s  much total gas given 

off in air a s  in an inert  g a s  atmosphere. 

acting a s  a catalyst in promoting off-gassing. 

the reactive gas C2F2 is given off only in the presence of air. 

air atmosphere. 

This suggests that air may be 

The data also shows that 

After completion of the Teflon tests,  further pyrolysis tests were 

conducted only in an inert  gas atmosphere since i t  w a s  established that 

capsules a re  operated only in a d r y  nitrogen atmoshpere. 

marizes the results of pyrolysis studies of an aromatic amine-cured resin 

of Epon 828. 

900 C range were hydrogen and methane. 

were also indicated by condensation of a brown viscous liquid in stop-cocks 

and metal tubing used for the delivery of the gas  samples to the gas 

c h r oma t og r aph c olumn . 

Table 3 sum- 

A s  indicated, the major gases given off in the 7OO0C to 

0 High boiling point components 
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Table 3 

GAS PRODUCTS* OF THERMAL STRESSED ~ P O N  828 

IN INERT ATMQSPHERE 

CH4 ‘ZH4 ‘ZH6 C3H6 C3H8 H Z  c02 co P yrol ys i s 
ToC 

200 13 

300 

400 

4 18 
+--d 

45 124 13 2 2  13 

500 23 45 563 112 153 117 50 

600 62 45 855 172 178 128 44 

700 838 32 2110 2 10 126 66 34 
A 

800 1060 5510 142 54 22 

900 32 70 5430 

-8 * 
A l l  figures a re  given in moles x 10 per 0.01 g of resin.  
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Pyrolysis studies w e r e  also conducted with four other epexy resins 

having various hardener and fil:.;r- additions. These resins a re  identified 

in Table 4. Data on the volatile products from these resins is shown in 

Table 4 

Re sin Samples 

Sample Resin 

ES 84 Epon 828 

ES 134 DER332 

ES 137 DEN438 

P 51 Epon 828 

Har dene r 

Z 

Filler 

None 

z None 

NMA Li A1 SiOz 

V-125 None 

Table 5. The data shown w a s  summarized f rom more detailed information 

in order to present an over-all indication of the volatilitjr. 

of different peaks indicated on the gas chromatograms is shown in paren- 

theses following the figures. 

havior of ES84, ES134 and P51 i s  roughly similar in that major quantities 

of volatiles a re  given off in the 6OO0C to 9OO0C range with no detectable 

gas evolution below 50OoC. 

material, was found to produce gas a t  400 and 50OoC. Since the actual 

resin content of sample ES137 is approximately one-half that of the other 

three samples, the quantities shown in Table 5 for ES137 should be doubled 

to obtain relative comparisons. 

The number 

The table indicates that the pyrolysis be- 

ES137, a sample containing an iner t  filler 

0 

The amounts of residue obtained f rom the four resins after pyro- 

lysis at  9OO0C were also determined. 

remaining after pyrolysis a t  the final temperature of 90OoC. 

These residues a re  the material 

Table 6 
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Table 6 

Pyrolysis a t  9OO0C 

Resin 70 Residue (by weight) 

ES 84 1 .6  3. 6 

ES 134 12.1 10.0 

ES 137 57. 6 58. 0 

P 51 9.3 8. 8 

summarizes the residue data fo r  two different runs which were conducted 

several weeks apart. The data gives an indication of the reproducibility 

of the pyrolysis experiments. 

B. Liquid Creep Characteristics 

1 .  Methods 

The general approach taken to determine liquid creep character - 

ist ics was to place a strip of gold foil in contact with an insulation sample 

and determine weight changes of the foil and the sample after exposure to 

high temperatures for extended time intervals. The foil was also examined 

under a microscope to determine creepage. 

constructed from two sections of glass tubing approximately 3 inches in 

diameter with a large ground joint in the middle. 

ports were provided to permit sampling of any off gases during exposure to 

various test temperatures. Initial interference from stop-cock grease was 

avoided by using a narrow str ip  of teflon sealing tape on the dry  ground joint 

before sealing. 

A sealed glass chamber was 

Gas inlet and outlet 
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2. Experiment Results - Liquid Creep Studies 

The initial liquid creep experiments were performed a t  100°C and 

200°G for periods up to seven days with samples of cured Epon 828 and 

Epon 1009, but no evidence of creepage was obtained. 

of the gold foil 

in weight. 

No gain in weight 

was detected even though the resin lost  up to 30 percent 

Most of this loss was apparently associated with gas evolution. 

The following method of inducing creepage was also tried; a glass  

slide w a s  coated with Epon 1009 by melting some of the powdered resin on 

a hot plate and letting i t  spread over the surface of the slide. 

gold foil w a s  then mounted forming a sandwich, the res in  in the middle. 

By means of a split cork stopper, the sandwiched portion w a s  sealed 

within a test  tube in such a manner that the foil protruded outside the 

stopper. 

heated to 100°C for three days. 

the res in  on the slide. 

showed no gain in  weight. 

no lo s s  in weight. 

A st r ip  of 

The gold foil was then placed in contact with a knife heater and 

It was found that the gold foil adhered to 

The foil could be pulled off easily however and 

The slide and resin were re-weighed and showed 

In a similar experiment using a thin sliver of cured Epon 828 resin,  

no adhesion between resin and foil was found. 

changes were found for the gold foil and the glass slide. 

A l s o  in this case,  no weight 

Table 7 summarizes the results of similar creep experiments 

with the four modified epoxy resins described in Table 4. In general, no 

evidence of creepage w a s  obtained in the foil experiemnts, and therefore, 

further experiments were not performed. 
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Tabie 7 

Foil CreeDape Tests 

Resin Sample Sample Size Test Temperature Results 

ES 84 53 mg. 72 hrs  at 100°C No weight change 

ES 134 46 mg. 72 hrs  at 100°C No weight change 

ES 137 87 mg. 72 h r s  at  100°C No weight change 

P 51 35 mg. 72 hrs  a t  100°C No weight change 

C. Sublimation Experiments 

1. Method 

Contamination potential of insulating materials was also determined by 

establishing whether any material given off by an insulation sample would 

condense on the cold finger of a sublimation apparatus. 

cell was set  up as shown in Fig. 1. 

A glass sublimation 

A hot plate w a s  used to heat a sand bath 

which was kept in contact with the outside shell of the sublimation apparatus. 

The insulation sample was packed down in contact with the inside of the sub- 

limation cell. 

mainhined between -1OOC and -2OOC. 

The cold finger was supplied with coolant f rom a cold bath 

A vacuum pump was attached to the 

head space through a U-trap immersed in a dry-ice bath. The vacuum was 

less  than 1 mm but w a s  not measured although it w a s  sustained for the 

entire duration of the experiment. 

72 hours after which weight loss of the sample was determined. 

Each run was performed a t  2OO0C for 
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2. Emerimental  Results - Sublimation Studies 

The sublimation experiments were performed with the four modified 

epoxy resin samples described in Table 4. 

f rom these experiments a r e  presented in Table 8. 

The data and observation resulting 

In each of the three cases  

Table 8 

Sublimation Tests 

Resin Test Weight of Weight of 70 
Sample Conditions Sample, mg Loss , mg Loss Re marks 

ES 84 72 h r s  a t  2OO0C 146. 2 9 .6  6.6 Light amber 

- 
condensate 

ES 134 72 h r s  at  2OO0C 155.2 16. 8 10.8 Carmine-red 
c onden sate 

ES 137 72 h r s  a t  2OO0C 125.9 

P 51 72 h r s  a t  2OO0C 111. 

5 .1  4 .0  No apparent 
c on den s ate 

11.6 10.4 Orange -red 
condensate 

where condensate was noted, it appeared in about 25 to 30 hours. A s  indicated, 

there was no apparent condensate f o r  the fi l led epoxy sample, ES 137. In each 

of the runs, there was a very small amount of c lear  liquid condensed in the 

dry ice trap but this evaporated very shortly after exposure of the trap to 

room temperature. The sublimation residue samples f rom ES 84 and P 51 

became somewhat ligher in color while ES 137 became slightly darker. Sample 

ES 134 apparently lost par t  or  all of i t s  dye and turned from a red to a buff 

color . 
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V. BRUSH AND RING MATERIALS 

The basic requirements for brush and ring materials in miniature 

slip-ring assemblies a re  somewhat contradictory in that soft, non-reacting 

materials such as the noble metals a re  required for low resistance, low 

noise contacts while hard, low coefficient of friction materials a r e  required 

for good wear and mechanical properties. Consequently, the selection of 

appropriate brush and ring materials entails an engineering compromise in 

which the divergent requirements are satisfied to the fullest over-all extent 

possible. 

quirements and cost. 

this investigation, their importance is fully recognized. 

A .  Ring. Materials 

The selection of materials is also influenced by fabrication r e -  

Although the latter factors were not considered in 

Because of the importance of low noise sliding contacts, particularly 

in null-seeking circuits, the ring materials selected for evaluation were 

chosen primarily for their non-reac ting nature. 

was also given to mechanical characteristics. 

were soft gold, soft gold with hard gold overlays, rhodium, and a gold- 

g raphi te c ompo site. 

Additional consideration 

The ring materials evaluated 

Experimental rings w e r e  formed by electro-deposition on a leaded 

brass  cylinder 0.264 in. OD x 0.445 in. long x 0.007 in. wall thickness. 

After plating, four vee grooves spaced on 1/16 in. centers were machined 

in the center section of the cylinder. 

A cleaning operation was required for  the leaded brass  cylinders 

prior to the plating operation in order to obtain good massive deposits. 

following cleaning procedure was found to be effective in previding a clean, 

platible surface: 

The 
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Soak and brush lightly in  first benzene dip, d ry  in air 

Soak in second benzene dip for about 15 seconds, air dry 

10-20 second etch in 20 percent fluoboric acid (HBF4), 

water rinse 

Electroclean in sodium orthosilicate (lOOgrams/liter) 190°F, 

10 seconds at 8 volts, specimen cathodic, water r inse 

Re-etch in  20 percent HBF4 for about 10 seconds, water 

r inse 

Immediately introduce specimen into bath with bath energized 

to minimize immersion plating effects. 

The following plating baths were utilized to obtain experimental 

ring samples: 

a) Soft Gold 

Soft gold coatings were obtained from the Orotemp 24K bath, 

a 24K neutral gold formulation supplied by Technic,Inc.. , Providence, 

R .  I. This bath i s  a proprietory, high cathode efficiency, neutral 

bath (pH 5.0-7.0) which produced dense, sound soft deposits. The 

bath w a s  operated at about 140°F and a terminal voltage of 2.0 volts. 

Current density w a s  25.8 amps per  square foot (asf) and the cathode 

efficiency averaged 93 percent. 

this bath had a hardness of 55-60 on the Vickers 15 g r a m  micro- 

The electro-plates obtained from 

hardness scale. 

b) Hard Gold "A" 

Hard Gold llA1l was one of two overlay materials evaluated as 

a 100 micro-inch flash over soft gold. Hard Gold "A" w a s  electro- 

deposited f rom the OrotherrnHTbath, a proprietory acid-type, bright 
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, 
gold bath supplied by Technic, Inc. 

l l O ° F  and the voltage was 2. 25 volts. 

OrothermHT bath was 3 1 . 8  percent. 

c) Hard Gold "B" 

The bath w a s  operated a t  about 

The cathode efficiency of the 

Hard Gold "B" overlays were obtained from the Autronex NI 

bath, an acid-type bright gold formulation supplied by Sel-Rex 

Corporation, Nutley, New Jersey.  

plated from the bath operated a t  l l O ° F  and a pH of 3.95. 

efficiency averaged about 42 percent. 

The 100 micro-inch flash was 

Cathode 

d) Rhodium Bath 

Rhodium plated rings were electro-deposited from an acid, 

rhodium sulfate bath of the following composition: 

Rhodium Me tal 20 grams/gal  

Sulfuric Ac id ,  conc. 50 ml/gal 

Water To make 1 gal. 

The bath w a s  operated at  about 115OF a t  a current  density of 

about 15 asf. 

to make rhodium additions to the bath periodically. 

ciency average 86.5 percent. 

An insoluble anode was employed,and i t  was necessary 

Cathode effi- 

A brief investigation was also cnnducted on the use of precious metal 

hardening agents to obtain gold alloy deposits which may have higher corrosion 

resistance than the conventional hard golds. 

baths to obtain deposition of the brighter, harder golds. 

Alloying agents a r e  used in gold 

The normally used 

agents a r e  nickel, cobalt, indium or  silver in trace amounts. It w a s  hypo- 

thesized that corrosion problems with hard golds could resul t  f rom the 
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diffusion to the surface of some of the hardening elem-ents that possess' inferior 

corrosion properties,  as for example silver or  nickel. 

lated that the use of non-reactive precious metals as hardening agents in gold 

plating baths would offset such a possibility. 

concept was made by obtaining a high purity, alkaline, non-cyanide gold bath 

as the vehicle for possible additions. The formulation utilized w a s  the Oro- 

verge B gold bath. 

f rom this bath prior to the addition of the precious metal hardening agents. 

The bath w a s  operated under many conditions of cur ren t  density, temperature,  

and agitation, but good gold deposits could not be obtained. Some improvement 

w a s  obtained when the bath w a s  filtered in fine, activated charcoal after every 

run, but the plated gold was still rough and nodular in appearance. 

reason, further investigation of bath modification w a s  not pursued. 

One other plating approach w a s  used in fabrication of experimental 

It w a s  further postu- 

An attempt to investigate this 

Experimental work w a s  performed to characterize the gold 

For this 

rings. 

sion of fine graphite particles,  

welding could be minimized by a gold plate in which fine graphite particles 

were suspended. 

interrupted by the presence of fine graphite particles,  thus producing a sur'  

face which would be l e s s  susceptible to welding or sticking. Examination of 

the composite plated cylinder with a 800X microscope did not indicate the 

presence of any discrete graphite deposits. However, since the graphite 

particles were of the order  of 100 microns in diameter,  they would be diff i -  

cult to distinguish if they were finely dispersed in the gold layer.  

mental evaluation of the gold-graphite rings is described in a la ter  section. 

A ring cylinder w a s  plated from a soft gold bath containing a suspen- 

It w a s  postulated that contact sticking or 

It w a s  reasoned that the continuous matr ix  of gold would be 

The experi- 
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B. Ertiah Materials 

A suitable brush material is  one that is  non-reacting and possesses 

good mechanical characteristics. Because of the small dimensions involved, 

the unit pressures  a re  quite large, and a brush material which i s  relatively 

hard is  desirable. Hertzian s t ress  analysis, based on purely elastic defor- 

mation, indicated that the contact s t ress  can be extremely high because of 

the small  dimensions involved. Precious metal alloys a re  the most suitable 

because they combine the non-reacting properties of precious metals with 

the hardness properties that a r e  characteristically obtained by alloying. 

Two precious me tal alloys have demonstrated general suitability 

for brush applications. These are Paliney No. 7 and Ney-Oro No. 28A. 

Paliney No. 7 is  an alloy containing approximately 35 percent palladium, 

10 percent platinum, 30 percent silver, 15 percent copper and 10 percent 

gold. Ney-Oro 28A is  a 75 percent gold, 21.5 percent si lver,  and 3.5 

percent nickel alloy which exhibits a good combination of conductivity, hard- 

ness and corrosion resistant properties. Experimental brushes were 

fabricated from both materials in accordance with the technical requirements 

of "Specifications for ST- 124 Slip-Ring Assemblies, " but because the 

tolerances specified in the referenced specification could be satisfied much 

more easily with Ney-Oro 28A, this material was used for the brushes in 

all experimental capsules. 

C .  Experimental Capsules 

Candidate ring materials were evaluated by construction of experi- 

mental slip-ring capsules which simulated the standard 80 ring slip-ring 

assembly. The capsule was designed to accommodate the small ring 

cylinders upon which the candidate materials were plated. The experimental 
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0 capsule ctntaioed isd2ted Nooteboombrushes riding in 90 

common ring cylinder. 

between pairs of brush leads. 

V grooves on the 

Noise and resistance measurements were made 

Figure 2 shows the general construction of the experimental capsule 

along with an additional ring cylinder and brush block. 

view of the experimental capsule showing the internal structural features. 

The bearings used in the experimental capsule were identical to those speci- 

fied for the 80 ring capsule. 

Figure 3 is a exploded 

The experimental ring cylinders were machined with a special 

diamond tool that w a s  shaped to produce the 90° V groove. 

of approximately No. 4 r m s  were obtained. After machining, all par ts  were 

cleaned by an ultrasonic process using an Alconox solvent. 

was later modified by cleaning in acetone and then rinsing with distilled 

water.  

Surface finishes 

This procedure 

Perhaps the most delicate operation in the fabrication of the experi-  

mental capsule was the assembly of the brush block. 

machined from a bakelite tube, and the four brushes were cemented in place 

along a groove in the back surface of the brush block. 

bakelite brush block in various machining stages along with several  fixtures 

used in the machining operations. 

used to install the completed brush block in a capsule without damaging the 

brush wipers. The other fixture shown in Fig.5 was used to hold the brush 

block during the drilling of the four  corner holes by which the block is secured 

in the capsule . 

The brush block was 

Figure 4 shows the 

Figure 5 i l lustrates a fixture that was 
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Figure 6 shows the j igs  that were used to form the Nooteboorn 

Special brushes from cold worked Ney-Oro 28A,  7 mil diameter wire. 

precautions were observed to avoid die marks on the brush surface during 

forming. 

Labroatory Drawing No. GC - 125209 were soldered to each brush along 

the back edge before cementing to the brush block. 

Thirty inch lengths of the lead wire specified in Astrionics 

I l l  R E S E A R C H  I N S T I T U T E  

-28- 



-29- 



VI. INSTRUMENTATION AND APPARATUS 

Ring -brush material combinations were evaluated by rneasurement 

of electrical noise, contact resistance and drag-torque of experimental 

capsules operated in various modes. The equipment and apparatus utilized 

in performing the evaluation a re  described in the following sections. 

A .  Drive and Run-In Apparatus 

A pneumatically-driven torsion oscillator was constructed for 

driving the slip-ring capsule in the oscillation mode during measurement 

of electrical noise. The apparatus was also used for continuous rotation 

tests and for  certain run-in tests. The unit was operated from a nitrogen 

gas cylinder,and the housing portion was pressurized to provide a dry 

nitrogen protective atmosphere for the capsule. The torsional system was 

designed to operate a t  a frequency of about 10 to 12 cps,  and peak to peak 

deflections up to approximately 8 O  could be obtained, although most tests 

were performed a t  a peak to peak deflectionofO.5 . A pneumatic system 0 

was selected primarily to avoid noise and pick-up f rom a motor or  torquer 

drive. 

Basically the torsional oscillator consists of a .3  inch diameter 

inertial brass  cylinder one inch thick and a 1/16 inch steel torsional rod 

4-3/8 inches long. 

cylinder and the rotor of the experimental capsule to the under side. 

The torsion rod i s  attached to the upper side of the 

Figure 7 is  a disassembled view of the torsional drive showing the 

principal components. The stator of the capsule is placed in a slip-fit well 

in the frame of the apparatus and secured by tightening a pair of flat plates 

against two O-rings whkh spread to hold the stator firmly in position. After 

I l l  R E S E A R C H  I N S T I T U T E  

-30- 



I 
I 
8 
I 
I 
1 
1 
I 
t 
1 
I 
I 
I 
I 
I 
I 
t 
I 
I 

- 3 1 -  



instzllztkm of the stator,  the upper "head" of the torsion rod (a 1/2" diameter 

x 3/4" long brass  cylinder silver-soldered to the rod) extends freely above 

the capsule-cylinder-rod system supported by the stator. 

split cylindrical clamp shown on the right side of Fig. 7 is then adjusted 

carefully against this uppermost piece and screwed down. 

clearance holes permit careful positioning of the clamp. 

One-half of the 

Oversize screw- 

The other half of 

the split clamp i s  then screwed to the f i r s t  half. 

ensures the absence of undue s t resses  on the capsule bearings. 

This method of assembly 

The three-inch inertial cylinder has two short a rms  projecting from 

i t  180° apart. A I" x 2" iron vane is attached to one a r m  for monitoring the 

oscillator frequency and amplitude. The instantaneous angular deflection of 

the drive is sensed by a permanent magnet type electromagnetic microphone 

placed about 1/8 inch from the iron vane. 

fied by a model 300 Ballantine amplifier, filtered by a 30 cps low-pass f i l ter ,  

and displayed on a CRO. The deflection is calibrated by a Type No. 711-F 

Starret t  dial indicator placed against the projecting a r m  during adjustment 

of a given peak to peak angular deflection. 

The microphone output i s  ampli- 

Initially, the torsional system w a s  driven by an expandable rubber 

tube acting on one projection a rm.  

driving a t  both projection a r m s  in order to obtain a balanced mechanical 

couple and avoid introduction of vibrations into the capsule. 

photograph of the driving arrangement that appears on each side of the iner-  

tial cylinder. 

by virtue of a pre-set  twist of about loo  in the torsion rod at  the time of 

assembly. 

a s  a bumper or  damper and is effective in obtaining sinusoidal deflections. 

The system was later modified to permit 

Figure 8 is a 

The projection a r m  presses  firmly against the rubber tube 

The inactive tube a t  the opposite side of the projection a r m  acts 
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The active rzbber tube is supplied with dry nitrogen at  an adjustable pressure 

of 5 to 10 psi from the supply cylinder. 

gas i s  used. Beyond the two drive arms the rubber tube terminates a t  an 

"oscillating vent" of the same natural frequency as the torsion oscillator. 

About 5 to 10 cubic feet per hour of 

The oscillating vent consists of a pivoted steel armature that moves 

synchronously up and down to open and close a 1/16 inch hole near the closed 

end of the rubber tube. Before the g a s  i s  turned on, the weight of the a rma-  

ture effectively closes the 1/ 16 inch hole in the tube; with the gas on, pres -  

sure builds up in the tube and as the rubber stretches,  it  accomplishes two 

things: it rotates the capsule-drive and lifts the armature . of the venting 

device. As the latter r i ses ,  gas escapes, reducing the driving force of both 

oscillating systems, causing each to soon begin return excursions. Following 

subsequent re-closure of the vent, the sequence- becomes periodic. To obtain 

proper resonance between the two systems and good sinusoidal deflection, 

valves in the gas line must be correctly adjusted. Deflection amplitude i s  

controlled primarily by gas pressure at  the inlet side. 

.. 

The well into which the stator i s  fitted i s  arranged to be rotatable 

by hand or pulley by the provision of a nylon-aluminum 1-5/8 inch slip fi t  

bearing. 

tinuously, intermittently, or to remain stationary as  de sired. 

This permits the angular position of the stator to be altered con- 

The stator wires a re  contained in a split aluminum can which is a 

part  of the rotatable assembly. 

center of Fig. 7. 

fitting the can and held by machine screws. 

base of the spool is a 10 pin terminal block which permits connection to the 

brush leads. 

The split aluminum cylinder i s  shown in the 

The wires a re  wound on slotted aluminum spools just 

Attached perpendicularly to the 
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For continuous rotation tests, the split cylindrical clamp holding 

the torsion rod was removed and the capsule rotor-inertial cylinder combi- 

nation was belt driven by a small synchronous motor. Noise measurements 

were also made for a free rotation condition in which the rotor was manually 

spun and allowed to coast. 

process. 

Noise signals were recorded during the coasting 

The drive apparatus also contained provisions for slowly rotating 

the stator while the rotor was oscillated by the torsion system. 

the stator was belt driven by a speed reducer motor, and by means of a cam 

operated snap-action switch, the direction of stator  r~ ta t io r ,  was reversed 

once every complete revolution. 

visible in Figure 7 in the far  port of the drive structure. 

In this mode 

The actuator of the reversing switch i s  

In the oscillation tests, i t  was desirable to identify the points in the 

deflection cycle with which peak noise spikes were associated. 

accomplished by triggering the oscilloscope f rom a small external syn- 

chronizing switch that was actuated by one of the projection a r m s  of the 

inertial cylinder. The synchronizing switch was placed in a low voltage 

battery circuit which delivered a triggering pulse to the scope when the 

switch was actuated. 

This was 

Equipment for a 50 hour run-in conditioning process was also 

fabricated. 

experimental capsule was mounted and in which dry nitrogen gas was 

circulated to simulate actual operating conditions. 

a t  a constant speed of approximately 350 rpm. 

modified to permit periodic reversal of the direction of rotation. 

noise was monitored during the run-in operation. 

This equipment consisted of a small enclosure in which the 

The capsule was driven 

This equipment was la ter  

Electrical 

Synchronizing signals 
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for viewing noise as  a function of rotor position were sbtained f rom a coupling 

device between the motor and capsule rotor which incorporated a small  

switching segment . 
B. Instrumentation 

1. Deflection 

F o r  relating the electrical noise and the instantaneous velocity of 

the sliding contact, measurements were made of the deflection of the rotor 

as a function of time. 

the permanent magnet type microphone as described in the preceding section. 

This system produced a signal which w a s  proportional to the instantaneous 

velocity of the projection a r m  ha6ng the iron vane. 

In the oscillatory mode, deflection was sensed by 

In the continuous and free rotation noise tests,  rotor position and 

velocity w a s  determined from a photocell arrangement. A circular mask 

having regularly spaced holes near i ts  edge was attached to the inertial 

cylinder in a position which interrupted a light beam as  the rotor revolved. 

Pulses  f rom the photocell were amplified and displayed on a scope. 

mination of the time between pulses permitted calculation of the incremental 

velocity of the rotor. 

2. Electrical  Noise 

Deter- 

Electrical  noise was measured directly across  pairs of brushes by 

sensing the voltage at the ends of the brush leads when a constant d-c current  

of 25 milliamperes was  passed through the brush circuit. 

w a s  supplied by an adjustable Heathkit regulated power supply through an 

external 500 ohm protective resistor.  

capacitor was placed across  the output of the power supply to minimize 

The d-c voltage 

A lOOpf, 150 volt electrolytic 
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ripple. The vclt=ge drop zcroEs ojg'o brushes was amplified by a Tektronix 

Type 122 Low LevelPreAmplifier and a Keithley Decade Isolation Amplifier 

and  then fed toa  Tektronix Type 545A oscilloscope with a Type CA dual 

trace plug-in unit and a General Radio Type 1521A Graphic Level Recorder. 

Figure 9 is a block diagram of the noise and deflection instrumentation for 

evaluation of experimental capsules. 

To avoid ground loops, the only grounding of the noise circuit  was 

a t  the power supply and the Type 122 pre-amplifier. 

the experimental capsule frame was connected to ground only by the shield 

of the coaxial cable supplying the Type 122 pre-amplifier. The use of the 

GR Graphic Level Recorder permitted determination of the true r m s  

value of noise while the Tektronix GRO permitted measurement of peak to 

peak noise f rom oscillograms of the noise voltage. Figure 10 is a photo- 

graph of the general laboratory set-up showing the pneumatic drive and the 

noise and deflection instrumentation. 

3. Drag Torque 

As shown in Fig. 9,  

The drag torque of the experimentalfour brush capsules w a s  mea- 

sured with a torsional apparatus in which the angular deflection of the 

torsional element w a s  observed as the capsule was manually rotated. 

Figure 11 is a photograph of the drag torque apparatus which also shows the 

microscope used for measuring angular deflection. 

meter eyepiece, the position of the torsion indicator is  observed before 

and during rotation, and angular deflection is  determined from the difference 

of the two readings. 

By means of a micro- 

Readings were obtained a t  numerous stator positions 

I l T  R E S E A R C H  I N S T I T U T E  
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Fig. 1 1 :  DRAG TORQUE APPARATUS 
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for both directions of rotation and then averaged. The inertial cylinder shown 

at  the right of Fig. 11 was used fo r  calibration of the torsional element. 

Relative indications of drag torque were also obtained from recordings 

of the r m s  deflection during free oscillation tests. The decrement of the r m s  

deflection signal during the attenuation of motion in f ree  oscillation tests is 

proportional to drag-torque, and comparison of the deflection recordings 

permitted evaluation of drag-torque on a relative basis. 

4. Brush Force 

To avoid damage of the brush or  ring surface, no adjustments of 

brush force were made 

that representative brush forces were obtained in the experimental capsules, 

after forming of the’Nooteboom brushes. To insure 

a force measurement apparatus was developed which permitted measurement 

of the force of each individual wiper in an assembled capsule. 

consisted of, a glass hook which was accurately positioned by mechanical 

guides to loop around each brush arm. 

to the brush during the looping process. 

a calibrated chain until electrical contact between brush and ring w a s  dis- 

rupted as determined by an ohmmeter. 

of the brush force apparatus. Determination of the length of chain required 

to disrupt conduction gives a measure of the brush force. 

scale on the left hand edge of the apparatus gave direct  readings of the brush 

force. 

The apparatus 

The mechanical guides prevent damage 

The glass hook was then loaded by 

Figure 12 is a close-up photograph 

The calibrated 
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VII. LABORATORY EVALUATION - EXPERIMENTAL ZAFS'U'LES 

A. General Noise Characteristics 
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Although the primary objective of the laboratory evaluation of exper- 

imental capsules was to establish the influence of materials,  information 

was also obtained on other factors contributing to the over-all noise 

character is t ics  of miniature slip- ring assemblies.  

evident in the course of the experimental work, and it was necessary to con- 

tinually modify and refine the noise measurement techniques so that the 

t rue dependence of materials couid be determined. 

These factors became 

The electrical  noise characterist ics of the experimental capsules 

were determined by sensing the voltage drop across  two brush-ring circuits 

connected in ser ies .  If the noise characterist ics were completely random 

in  origin, the noise of one brush-ring combination would be l / g t i m e s  the 

measured noise. However, indications were obtained that electrical noise 

has systematic origins in  addition to possible random sources. 

of noise show that electrical noise has a strong component whose frequency 

is  twice the frequency of the capsule oscillation. 

of deflection and noise waveforms which i l lustrates the double frequency 

dependency. Also, other oscillograms indicated that electrical  noise patterns 

Oscillograms 

Figure 13 is an oscillogram 

of all ring brush combinations were in many cases similar for the same angular 

position of the rotor. 

t r ic i t ies  of the rotor o r  by the characterist ics of the capsule bearings. 

ical  vibrations were also found to contribute to noise level. 

tematic nature of these noise causes, the noise of a single brush-ring circuit 

i s  probably closer to 1 / 2  the measured noise of two circuits than to the 

theoretical value fo r  random sources. 

This would indicate that noise is influenced by eccen - 

Mechan- 

Because of the sys-  

No attempt was made to establish 
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the e x x t  relationship since relative comparisons w e r e  possible f rom the 

noise figures for two circuits. 

In the initial pneumatic drive unit, the torsional system w a s  driven 

only from one projection arm.  When a small switch was placed against the 

other projection a r m  for the purpose of deriving a synchronizing signal, or  

when the Starrett  micrometer indicator was placed against the a r m ,  it was 

noted that the character and amplitude of the noise changed. 

oscillogram of deflection and noise traces which shows the loading effect of 

the micrometer indicator. The and "c" noise traces were obtained with 

the indicator in i ts  position for angular amplitude measurement. Figure 15 

is  the GLR recording of the rms  value of noise for the corresponding noise 

traces of Fig. 14. 

Figure 14 i s  an  

An increase of about 3. 5 db in the rms  noise was indicated 

for this particular loading effect. 

effect was probably due to abnormal side thrust on the capsule bearings 

caused by the indicator. 

The higher noise resulting from the loading 

The loading effects observed with the initial drive suggested that 

noise could be induced by mechanical disturbances not originating from 

contacting surface phenomena. For this reason, the pneumatic drive was 

modified to permit driving from both projection a r m s  so that a balanced 

couple w a s  obtained. 

added to obtain better deflection waveforms and higher amplitude oscillations. 

Table 9 presents a comparison of noise measurements before and after the 

modification for Capsule 1 - lB ,  an early capsule containg soft gold rings. 

The data demonstrates that noise levels a re  somewhat dependent upon the 

method of drive, presumably because of mechanical disturbances that a r e  

introduced. 

Elastance matching rubber tube cushions w e r e  also 
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Since the modified drive permitted peak to peak angular deilections 

0 up to approximately 12 a t  a constant frequency of 11 cps,  a ser ies  of 

measurements were made to establish the dependence of noise on angular 

deflection. 

dependence of noise on the velocity of the sliding contact. 

The noise -angular deflection relationship really infers a 

Figure 16 shows 

the general relationship that w a s  obtained for all experimental-capsules. 

At very  small angular deflections below about0.4O ptp, noise exhibits an 

almost linear relationship with deflection (or  velocity). Above a fairly 

specific deflection, noise level is generally uniform and shows almost no 

dependence on further increases of peak to peak deflection angles. Although 

the specific data shown in Fig. 16 refers to Capsules 1-1B and 2-10 after 

50 hours of run-in, the same general threshold effect was observed with 

all materials,  both before and after run-in. 

It w a s  postulated that the transition between the linear region and 

the uniform regions occurs at deflections where rolling contact stops and 

sliding contact begins. Because of the flexible nature of the Nooteboom 

brush, small  angular deflections may not cause sliding actiDn between the 

brush and ring. In such cases ,  a specific contact point between the brush 

and ring may roll with the ring if the deflection i s  within the motion that is 

permissible by flexure of the Nooteboombrush. Such action has  been 

described a s  a rolling contact. 

transition points of Capsule 2-10 f o r  seven ;different angular positions of 

the stator.  As indicated, the average drop-off point was about 0.4 for 

the Neyoro 28A brush - hard gold "A" overlay ring system. 

Table 10 presents a tabulation of the noise 

0 

A theoretical 

analysis of the radialmotion thatis possible with the Nooteboom brush of 

proper dimensions indicated that deflections of 0. 35O ptp were possible before 

sliding action between brush and ring took place. 
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Table 10 

NOISE TRANSITION POINTS 

Capsule 2-10 

Stator Posit ion 

Point of NZRMS Drop-off 

DtP 
0 

5O 

65 

125O 

185O 

245 

305O 

335O 

0.44O 

0.56O 

0. 40° 

0.28O 

0.28O 

0.44O 

0.56O 

Average 0.42O 
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At this stzge ir, the laboratory evaluation, the question arose as tn 

whether mechanical disturbances were completely eliminated, even in the 

balanced drive apparatus. To minimize the possibility of mechanical distur- 

bances influencing the noise measurements, a completely passive method 

w a s  adopted for measurement of noise. 

of the torsional system were removed, and the projection a rms  of the inertial 

cylinder were manually deflected against a fixzd stop. 

was then released and the system was allowed to oscillzte freely until its 

motion attenuated to zero. 

tion signals were recorded simultaneously. 

the r m s  deflection and noise signals during a free oscillation test for one 

stator position of Capsule 2-10,  a capsule containing rings of soft gold with 

a hard gold "A" overlay. 

threshold effect observed with all capsules. 

In this method, the driving elements 

The inertial cylinder 

During the oscillation interval, noise and deflec - 

Figure 17 i s  a G L R  recording of 

The noise trace of Fig. 17 exhibits the typical 

Although the free oscillation method of noise measurement minimizes 

the mechanical disturbances introduced by driving elements, i t  only permits 

evaluation of one position of the ring surface, and hence it does not portray 

the general performance of the ring-brush system. To determine the 

amount of variation that exists in any one brush-ring combination, f ree  

oscillation tests were performed at seven different positions of the stator 

for capsules 1 - I B  and 2-10. 

ment data and give an indication of the variation that occurs in typical 

experimental capsules. 

composite chart  which illustrates the average deflection and  noise performance 

during free oscillation tests. This composite is  shown in Fig. 18. It further 

demonstrates the threshold noise effect. 

Tables 11 and 12 summarize the noise measure- 

The data fo r  Capsule 2- 0 was used to prepare a 
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0.043' 

Table 11 

Noise Signature Data 
Capsule 1-1B (Soft Gold) 

(db) at NZl-mS 

0' 60 ' 90' 180' 240' 300' 330' 

5 . 2 1 8 . 3  1 6 . 0 1 8 . 5  16.0 15.8 18.8 

5 . 0 1 8 . 3  1 5 . 2 1 6 . 5  15.0 15.2 19.0 

4 . 0 1 8 . 3  1 5 . 0 1 6 . 0  13.5 14.5 18.0 

4 . 8 1 7 . 3  1 6 . 0 1 4 . 8  11.0 12.5 14.5 

2 . 5 1 5 . 8  1 5 . 0 1 4 . 4  8.3 10.9 11.8 

9.8 15.5 12.5 13.2 7.1 8.5 8.8 

4.2 9.9 6.5 7.0 6.0 4.0 2. 4 

2.3 11.1 3.3 2.3 3.0 2.4 1.2 

1.1 3.0 1.2 0.0 0 .4  1.7 0.6 

0.7 1:s 1.0 0.0 0 . 0  0 . 8  0.4 

I I T  R E S E A R C H  I N S T I T U T E  

-54- 

~~ -~ 

NZITIIS (db) 
Average 

16.9 

16. 3 

15.6 

14.4 

12.7 

10.8 

5. 7 

3. 7 

1.1 

0.62 

N2rms 
Micro - volt s 

2. 63 

2.45 

2. 26 

1.97 

1.62 

1. 30 

0. 72 

0 .  58 

0.43 

0.40 
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2. 16" 

1.48" 

0.94" 

0. 56" 

G. 32" 

0.21' 

0. 16" 

0. 13' 

0.086" 

0.060" 

0.040" 

Table 12 

Noise Signature Data 

Capsule 2- 10 (Soft, Gold- 100p-in Hard "A" Overlay) 
N ~ r r n s  (db) at 

125" 185" 245" 305" 335 5" 6 5" 

18.0 16.0 

18.0 17.0 

19.0 17.7 

18. 3 16. 0 

16.0 11.2 

7. 2 6.0 

4.0 3. 8 

1. 7 2. 5 

1. 5 2. 0 

0.0 1.1 

-1.0 2. 0 

16. 2 17. 0 

15.0 16. 5 

15.0 13. 2 

17. 4 14. 6 

15.8 13.9 

9.8 11. 0 

5. 1 5. 0 

2. 5 3.0 

2.0 2.0 

2. 0 1.3 

2.0 1.1 

16. 0 

15. 3 

15. 8 

17: 1 

16. 1 

11.0 

6.0 

5. 7 

3. 5 

0.7 

0.4 

18.4 18. 9 

18.0 15. 2 

17.0 19. 3 

17. 7 19.0 

15. 5 15.0 

10.0 8. 5 

7. 0 6. 0 

4. 7 7. 3 

3. 8 6. 0 

2. 5 5.0 

0.0 1.0 

17. 2 

16. 4 

16. 6 

17. 2 

14. 8 

9. 1 

5. 3 

3. 9 

3. 0 

1. 8 

0. 8 

*2rms 
Micro 

Volts 

2. 72 

2. 48 

2. 54 

2. 72 

2. 07 

1. 07 

0. 69 

0. 59 

0. 53 

0. 46 

0. 41 
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4 fi-iise measurement technique that was found to be extreme1 - - 3  r 

useful and effective in overcoming many of the inherent limitations d the 

other methods w a s  the free rotation test. In this method, the torsional 

element of the drive was decoupled, allowing the inertial cylinder-rotor 

combination to rotate freely on i ts  own bearings. 

was then given an initial spin and the system was allowed to coast. 

the coasting interval, GLR recordings were made of rms  noise. 

method of noise measure.*ient eliminates mechanical disturbances of 

driving elements since it relies ent'irely on inertial effects during the 

coasting 27 v c s s ,  and i t  has the further advantage that the condition of all 

points on the ring surface can be evaluated. 

The rotor combination 

During 

This 

A light source photocell arrangement was incorporated into the 

apparatus to obtain synchronizing signals and to permit measurement of 

the rotational velocity during the free-rotatiai  noise tests. Figure 19 is  

a G L R  recording of the rms  noise of Capsule 2-17 during the coasting 

period of a free-rotation test. 

remajns essentially constant until velocity has decreased to some threshold 

value. 

with further attenuation of motion. 

driven and free oscillation noise measurements and der aistrates :hz 

threshold effect of velocity on noise. 

The noise signal shows that noise level 

At velocities below this value, the noise decreases almost linearly 

This result  supports the results of the 

Figure 2( shows three oscillograms of noise during a f ree-  

rotation test  of Capsule 2-17. 

a r e  the photocell outputs, and the region between two photocell pulses 

corresponds exactly to one complete revolution The last  

two noise t races  of the third oscillogram show the noise character just 

before rotation has stopped. A l l  oscillograms were made with a sweep 

In these oscillograms, the alternate t races  

of the rotor. 

I l l  R E S E A R C H  I N S T I T U T E  
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speed of 0.05 sec/cm. These oscillograms a r e  presented to demonstrate 

the tendency for the noise patterns to repeat with regard to rotor location, 

a characteristic which is clearly evident in the f i r s t  two oscillograms of 

Figure 20. 

condition at specific locations along the ring. 

This result implies that noise spikes a r e  related to the surface 

The f ree  rotation tes ts  also gave one other significant result. A t  

the end of each free rotation test, it was found that the rotor oscillated 

slightly just before motion stopped. 

to the rolling action of the brushes. 

velocity, the sliding contact stops and the brushes tend to deflect back 

toward their equilibrium positions. 

and ring, this deflection causes the rotor to oscillate until the neutral 

positions of the brushes a r e  achieved. 

was found to be about 2.5 cps with a corresponding amplitude of about 

0.37"ptp. 

discernible during the end oscillation period as would be expected if  no 

sliding contact occurs. 

This effect is believed to be related 

When the rotation approaches zero 

Because of friction between the brush 

The frequency of the end oscillation 

As indicated in  Figure 20X, no noise (above background) was 

A ser ies  of additional measurements were made to establish the 

dependence of noise on brush current. 

was oscillated at  10 cps with a deflection of 1.8'ptp. 

peak noise were measured for brush currents of 5, 10, 15, 20 and 25 ma. 

Plots of noise versue brush current indicated an almost perfect linear 

A capsule having soft gold rings 

Rms and peak to 

relationship for both the rms and peak to peak measurements. 

of measurements was also performed to determine the frequency spectrum 

of the noise. 

pre-amplifier was adjusted to 50 cps, 250 cps, lkc, 10 kc, and 40 kc, and 

A ser ies  

The upper frequency cut-off of the Tektronix 122 low-level 

noise measurements for  each position were obtained. The data indicated 
I 
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that the r m s  capstlle nc?lse containsless than 1. 5 db that is attributed 

to components of greater than 50 cps. 

primarily of components in the 0-50 cps band. 

ments discussed in this report were made with the upper frequency cut-off 

of the pre-amplifier se t  a t  50 cps. 

B. Run-In Effects 

The capsule noise therefore consists 

A l l  other noise measure- 
t 
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Laboratory experiments were also performed to establish the 

effects of various run-in procedures. 

were continuous rotation, and continuous rotation with frequent reversal  

of rotation. 

The run-in procedures evaluated 

1. Continuous Rotation 

Continuous rotation run-in w a s  performed in a dry nitrogen atmo- 

sphere a t  a velocity of approximately 360 rpm. 

permitted mimitoring of the noise with respect to the angular position of 

the rotor. A 100 hour run - in test w a s  performed with Capsule 2-10, 

and i t  w a s  found that the noise pattern exhibited good repeatibility with 

respect to angular position. 

s tages  of run-in which demonstrates the repeatibility and shows peak to 

peak noise of approximately 75 microvolts. 

of run-in, unusually high noise levels were recorded with peak to peak 

spikes approaching 500 to 600 microvolts. 

during the 100 hour period indicated that large voltage spikes were obtained 

with almostperfect repeatibility. This would indicate the debris deposits or 

imperfections in the ring surfaces caused bouncing of the brush wiper a t  

specific positions along the surface. 

A synchronizing attachment 

Figure 2 1  is an.oscillogram of noise during the early 

After approximately 30 hours 

Osci4lograms of the noise pattern 

I l l  R E S E A R C H  I N S T I T U T E  

-61- 



23 MINUTES 

30 MINUTES 

45 MINUTES 

60 MINUTES 

75 MINUTES 

FIGURE 21 

NOISE OSCILLOGRAMS DURING 100 HOUR RUN-IN 

CAPSULE 2-10 

-62- 



After 100 kcure of rm-ic, the capsule wzc: disassembled and the 

ring and  brush surfaces were inspected. Although a dark deposit was 

detected at  certain points along the bottoms of the ring grooves, almost 

no permanent damage to the ring and brush surfaces was observed. 

was postulated that the high noise levels obtained during run-in were due to 

the dark deposits which caused lifting of the brush wiper. 

decided that in the next run-in test, frequent reversals of rotation would be 

utilized for displacing any accumulation of wear or  contaminant deposits. 

After run-in inspection, Capsule 2-10 was cleaned, rinsed with 

distilled water, and reassembled. Free  oscillation noise measurements 

were made at  seven positions of the stator to establish the over-all effects 

of run-in. Table 13  is a comparison of r m s  noise.measurements of Capsule 

2-  10 before and after the 100 hour run-in. A s  indicated, the threshold noise 

level was reduced f rom 6 . 4  to 2.7 microvolts, a result which i s  considered 

to be significant even though both figures were low by accepted standards. 

Oscillograms of noise after run-in indicated that fewer large noise spikes 

were obtained, apparently because of the polishing action of run-in. 

2.  Continuous Ratafim with Frequent Reversals 

It 

It was also 

The run-in apparatus w a s  further modified to permit reversal  of 

rotation at  30 second intervals during run-in. 

containing rings of soft gold with a hard gold "B" overlay w a s  placed in the 

Capsule 2-17, a capsule 

mdified apparatus and a run-in test w a s  initiated. After approximately 

26 hours of run-in, the character of the noise pattern changed from rea -  

sonably normal to a ser ies  of relatively high-voltage pulses. Figure 22 

shows three oscillograms obtained by connecting the capsule output lead 

directly to the d-c input of the 545A oscilloscope, a procedure that was 

I l l  R E S E A R C H  I N S T I T U T E  
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Table 13 

EFFECTS OF CONTINUOUS ROTATION R U N - m  

Capsule 2-10 

Befoi 
Deflection 

0.  25Optp 

0 . 3  

0 . 4  

0 . 5  

0 .  6 

0 . 7  

Run-in After Run-In 

RMS Noise Deflection 

1. oopv 0 .  13Optp 

1 . 5  0 .  16 

3. 8 0 . 2 1  

4 . 7  0 . 3 2  

6. 7 0 .  56 

6. 3 0 . 9 4  

1 . 4 8  

2. 16 

RMS Noise 

0 . 5 9 p v  

0 .  69 

1 .  07 

2.  1 

2. 7 

2 . 5  

2 . 5  

2 . 7  
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necessary to overcome loading of the pre-amplifiers. 

by these oscillograms were of the order of 1 volt or higher. Since the noise 

The pulses indicated 

pulses were of short  duration, multiple exposures were made by leaving the 

camera shutter open for 10 o r  20 sweeps. When this was done, i t  was found 

that for a given direction of rotor rotation the noise pulses were reinforcing 

or  concentrated at specific locations along the r ing.  This indicated that the 

noise pulses were associated with ring condition a t  specific positions along 

the ring. 

Because of the unusually high noise level, the run-in test of Capsule 

The capsule was dis- 2-17 w a s  discontinued after 54-3/4 hours of operation. 

assembled and photomicrographs of the rings and brushes were made. These 

photomicrographs a re  shown in Figs .  23 ,  24, and 25. A s  indicated, large 

quantities of wear and/or cnntaminant deposits were found in the ring grooves 

and also along the edges of each groove. However, cleaning of the grooves 

and brushes revealed that little mechanical damage resulted to the ring and 

brush surfaces. 

Free-oscillation tests were performed on Capsule 2-  17 after cleaning 

and reassembly. 

noise signals a t  one position of the stator. 

Figure 26 is a GLR recording showing the rms  deflection and 

The threshold noise level was 1. 5 

microvolts after run-in a s  compared to 5. 9 microvolts before run-in. This 

result  again demonstrates the useful effect of run-in and a subsequent cleaning 

ope r ation. 

Additional run-in tests were made in the pneumatic drive apparatus 

by decoupling the torsional element and driving the rotor a t  200 rpm with a 

small  25 volt hysteresis motor. After a period of approximately 30 hours,  

extremely high noise levels were' observed, and over -all results similiar to 

those of the other run-in procedures were obtained. 
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The general effect of a?? run-in procedures w a s  the reduction of 

r m s  and peak to peak noise after cleaning and reassembly even though 

extremely high noise levels were recorded during the run-in. 

cated that the high noise levels were associated with the wear and/or 

contaminant deposits that were subsequently removed in the cleaning 

ope ration. 

C .  Capsule Summaries 

This indi- 

Table 14 summarizes the general results that were obtained by 

laboratory evaluation of experimental capsules. As indicated, the noise 

levels observed with the soft gold and the two hard gold systems were 

extremely low in view of the accepted noise standard of 10 microvolts per 

milliampere of brush current.  

tible to the passive drive methods that were employed in the noise measure- 

ments. 

These results a r e  believed to be attribu- 

Table 14 further indicates that rhodium plated rings a re  not suited 

for low noise slip ring assemblies. 

yond the initial noise measurements was not carried out because of the 

relatively high initial noise levels that were recorded. 

Evaluation of the rhodium system be- 

Capsule 1-36 was comprised of the ring cylinder that was plated 

f rom the soft gold bath containing the suspension of fine graphite particles. 

Preliminary evaluation of Capsule 1-36 indicated that the capsule had an 

unusually high drag-torque. Nevertheless, the capsule was mounted in 

the drive apparatus and run-in was initiated. Although the initial noise 

level was quite low, a s  shown in Table 14, the capsule soon developed 

such high drag torque that the hysteresis motor could not bring the system 

up to the synchronous speed. The test was therefore stopped, and the 
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capsule was disassem-bled. An extremely large amount of wear debris w a s  

discovered even though the capsule w a s  operated only for a very short  

running time. Apparently particles f r o m  the rings had become lodged 

between the assembly nut and the ball bearing housing, cutting deep grooves 

in the b ra s s  nut and producing more wear  debris.  
. 1  

Another capsule was assembled using the gold-graphite ring cylin- 

Pre l iminary  evaluation again indicated that the capsule had unusually der .  

high drag-torque. When the brush block w a s  removed, the drag-torque of 

the capsule decreased to a very low value in line with the expected drag- 

torque of the bearings. (Other measurements indicated that the typical 

drag-torque of the bearings used in the experimental capsules w a s  0 . 2  gm-cm. ) 

The high drag-torque obtained with the gold-graphite composite ring cylinder 

w a s  apparently due to the granular nature of the ring surface which resulted 

in a very  high coefficient of friction between brush and ring, and which 

produced excessive amounts of wear debris after ve ry  short  running t imes.  

Fur ther  evaluation of the gold-graphite system was not car r ied  out. 
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VIII. SUMMA R Y AND C ONC. LUSIONS 

The results of the experimental studies performed during this 

investigation have permitted the following general conclusions: 

A .  

ture brush-ring systems are dependent upon the method used to 

drive the system during the noise measurements. Mechanically 

unbalanced drives produce high noise levels; balanced drives give 

lower levels; passive drives give the lowest levels. 

B. 

to the velocity of the sliding contact. 

noise level is essentially constant for velocities above a specific 

value. During oscillation at constant frequency, noise level is 

essentially constant for deflection above a specific value. 

C.  

respect to specific rotor position. 

a r e  associated with the surface condition at  given angular 

positions of the ring. 

The r m s  and peak to peak electrical noise levels of minia- 

The electrical noise exhibits a threshold effect with respect 

Fo r  rotational systems, 

Noise waveforms exhibit a strong tendency to repeat with 

This infers that noise spikes 

D. 

value of 10 microvolts per milliampere of brush current a r e  

possible with rings of soft gold, and soft gold with hard gold 

alloy overlays. 

several times higher than those of the gold systems. 

E. 

vided that a careful cleaning process follows the run-in. 

run-in, extremely high noise levels a r e  obtained. These a re  due 

Considerably lower noise levels than the presently accepted 

Electroplated rhodium rings exhibit a noise level 

Run-in operations are effective in reducing noise level pro- 

During 
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apparently to the formation of black deposits on the ring and brush 

surfaces. 

hours of run-in and subsequent cleaning indicated very little per - 
manent damage to the gold systems. 

F. 

pyrolysis temperatures are in the lower molecular weight range. 

Light gases such as  hydrogen, carbon monoxide and methane a re  

not believed to have a strong contamination potential because of 

their high mobility. 

G .  

epoxy insulations to the ring or brush surfaces is negligible. 

H .  If temperature differentials exist in the capsules, conden- 

sible products from epoxy insulations w i l l  be formed on the cold 

surfaces. 

Inspection of the ring and brush surfaces after 100 

The major gases given off by epoxy resins a t  the lower 

Contamination by creepage or exudation of material from 
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IX. RECOMMENDATIONS 

Based upon the results of this investigation, it is  recommended 

that the following activities be pursued in order to obtain a more complete 

under standing of miniature slip- ring problems. 

A. 

threshold effect, and repeatibility should be verified by free 

The general noise characteristics of vibration sensitivity, 

oscillation and free rotation tes ts  with commercially available 

slip- ring assemblies. 

B. Additional dielectric materials should be evaluated by the 

analysis of the condensate. 

C. The black deposits obtained during long t e rm operation 

should be analyzed to determine their sources and also to permit 

specification of corrective measures. Based upon the limited 

wear effects that were observed, a large percentage of the 

objectionable deposits must be attributed to contaminant sources 

within the capsule. Whether deposits continue to accumulate 

after several run-in- cleaning cycles should also be determined. 

D. The effects of lubrication with synthetic oils should be 

determined. This includes both the effects on noise and wear 

and the effect on contamination potential of the insulations. 
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